
SERIES 750 CUSTOM DESIGN OPTIONS

GROUND MOUNT W/ SKIRT RADIUS POST & PANEL FULL ROUND POST & PANEL / FINIALS RADIUS CORNER FRAME / 
BASE MOUNT ON STONE
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The 750 Series is a primary sign system 
that's suitable for both illuminated or 
non-illuminated applications, with a 7 
1/2" wide post and frame that gives a 
substantial appearance to any sign 
design. You can choose rectangular, 
radius, or full-round posts, cabinets with 
square or radius corners, and a skirt base 
option that gives a monolithic appear-
ance.

LEDs provide uniform illumination. 
Graphics and copy can be routed out, 
digitally printed, or applied by conven-
tional methods, with panels available in 
aluminum, polycarbonate, acrylic, or 
pan-faced.

The 750 Pylon System features a 7 1/2" 
wide Series 750 frame extrusion that 
provides a free-standing illuminated 
pylon sign, with the same graphics, 
�nishes, and skirted base option as 
the 750 post and panel sign system. 
We provide custom mounting systems 
and designs to �t your architectural 
requirements.

FINIALS
Standard �nial options available 
on 218, 225, 250, 325 and 750 series.

USED FOR
Primary Signage  |  Monument Signage
Pylon Signage

BENEFITS
• Depth: 7-1/2"
• Designs: Post & Panel, Monument,   
 Pylon, and Cabinets.
• Face Panel(s): Single or Double
 Routed Aluminum backed with Acrylic
 Polycarbonate
 Acrylic
 Pan-Face
• Frame:  Reveal, No Reveal or Flush Face
• Posts Sizes - See Post Options
 7-1/2" x 3-1/4” radius
 7-1/2"" round
 7-1/2" x 2-1/2" rectangular
• Colors: Custom Painted or Mill Finish
• Graphics: Order with or without

 SERIES 750

LEAD TIME/WARRANTY
Assembled-Painted 
 - 20-30 Working Days
Warranty - 1 year  
 - Designed for long-term 
 outdoor use.

SERIES 750 COMPONENTS

FRAME OPTIONS »POST OPTIONS »

750 STANDARD SIDE

7 - 1 / 2 ”

750 STANDARD T/B

7 - 1 / 2 ”

750 FLUSH FACE SIDE

7 - 1 / 2 ”

750RP RADIUS

7 - 1 / 2 ”

3 - 1 / 4 ”

750SP STANDARD

2 - 1 / 2 ”

7 - 1 / 2 ”

750 FLUSH FACE T/B

7 - 1 / 2 ”

750FRP FULL ROUND**

7 - 1 / 2 ”


